
4K/8K BNC Feedthru

AVP JJ300 
24GHz Feedthru BNC

B121 20210604

JJ300 Specifications
Description:
   
Body Material:
 
Overall Length: 
Barrel Diameter: 
Nut Width: 
Dielectric: 
Center Pin: 

75 ohm Double BNC 
Female Bulkhead
Brass, Bright Nickel 
Plated
1.295” [32.90mm]
0.378” [9.60mm]
0.551” [14.00mm]
Teflon, T-02015
Brass, 5µ Gold Plated

*Both connectors meet and exceed SMPTE ST2082-1:2015 
(Society of Motion Picture and Television Engineers® 12 Gb/s Signal/Data Serial Interface - Electrical). 

AVP JJ200 
12GHz Feedthru BNC

JJ200 Specifications
Description:
   
Body Material:
 
Overall Length: 
Barrel Diameter: 
Nut Width: 
Dielectric: 
Center Pin: 

75 ohm Double BNC 
Female Bulkhead
Brass, Bright Nickel 
Plated
1.295” [32.90mm]
0.378” [9.60mm]
0.551” [14.00mm]
Teflon, T-02015
Brass, Gold Flash

Return Loss 
0

-5

-10

-15

-20

-25

-35

-45

-30

-40

-50

R
e
tu

rn
 L

o
ss

 (
d

B
)

G
o

o
d

0 3

Frequency (GHz)
6 9 12

SMPTE ST 2082-1*
SMPTE ST 2081-1

424M

292M

(Typical)

JJ200
Return Loss 

0

-5

-10

-15

-20

-25

-35

-45

-30

-40

-50

R
e
tu

rn
 L

o
ss

 (
d

B
)

G
o

o
d

(Typical)

0 3

Frequency (GHz)
5 10 12 15 18 20

SMPTE ST 2082-1*
ST 2081-1

424M

292M

JJ300

25

toll free: 1-800-481-2493 USA & Canada 
phone: +1-519-740-7966   •  email: sales@jackfields.com

B5-2288 Dumfries Rd.,  RR2 Cambridge, Ontario Canada  N1R 5S3

In the interest of improved design and performance, AVP reserves the right to make changes in its specifications without prior notice.    Copyright © 2021 AVP MFG & Supply Inc.

Audio / Video / Digital Patchbays  •  
www.jackfields.com  •  www.AVPbroadcast.com

UHD 4K/8K Feedthru BNC

• 16 year history
• 5µ gold plating on center pin,
• 1 Piece shell, dielectric & center pin, 
   provides best mechanical strength
• Cost effective
• Lifetime Warranty

• 16 year history
• gold flash on center pin,
• 1 Piece shell, dielectric & center pin, 
   provides best mechanical strength
• Cost effective
• Lifetime Warranty


