
Captive screws stay in the panel, not lost in the rack

AVP 
Mosaic 
Panel

• Front-mount jacks simplify system re-design & maintenance 
• Numbered jack positions for quick and accurate installation, 
   system troubleshooting & operational ease
• Patented designation design maximizes viewable area
• CIS (Circuit Identification System), allows color-coding of every circuit
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Super HD+ 3G Video Patchbays

 Mosaic 3G Video Patchbays
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Microsize Jacks

Standard Size Jacks

Microsize JacksFeaturing
• Front-mount 
   3.0GHz - 3Gb/s Micro Dual Video Jacks 
   meet SMPTE 424M-2006 specifications
• Industry standard Mini-BNC rear termination
• Allows 48 channels / 96 patchpoints in a 1RU, 19” rack 
• Life Cycle rating of 20,000
• Multiple jack configurations available
• Made & assembled in Canada/USA

Midsize Jacks

Featuring:
• SuperHD+ 3.0GHz - 3Gb/s Midsize or Standard size jacks
• Jacks meet SMPTE 424M-2006 
   HDTV specifications
• Life Cycle rating of 30,000
• Various normaling & terminating 
   combinations for all applications
• 1RU, 1.5RU or 2RU Mosaic panels
• Made & assembled in Canada/USA

Standard Size Jacks

• HDTV, Serial Digital, Analog
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