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The Problem & Solutions

L Band Patching

3.0GHz - 3Gb/s Midsize 
Singles Video Patchbays 

Non-Recessed Connector Patchbays Semi-Recessed Connector Patchbays

Model WK-G216E2-JJ300-BZ

• Heavy-duty Rigid Phenolic Panels
• Attractive textured black semi-gloss finish
• Hi-Performance 24GHz BNC-BNC Connectors

Features

USA & Canada 1-800-481-2493  •  International +1-519-740-7966     www.jackfields.com  •  sales@jackfields.com  •  www.AVPbroadcast.com  

20GHz - 12Gb/s Video Patchbays
UHD 4K/8K E-Series

Premium Patching 
Solution

High bandwidth performance for
SD-SDI, HD-SDI, UHD-SDI, HDR,

4K/8K video applications

13GHz - 12Gb/s Video Patchbays
UHD 8K W-Series4K/

See Page 6 for Features & Charts See Page 7 for Features & Charts

See Pages 8, 11 & 15 for Full Specications

Insulated BNC Bulkhead Patchbays

 

AV G2 32 E

Panel Height

Cable Bar Option

1
15

2

BZ
B10

1 Rack Unit    1.75",  [44mm]
1.5 Rack Unit  2.62", [66mm]
2 Rack Unit     3.50", [89mm]

No Cable Bar
7.0” [175mm] Cable Bar

AW8K

Ordering 
Information 

 

G2 E

Panel Height

Cable Bar Option

1
15

2

BZ
B10

1 Rack Unit     1.75", [44mm]
1.5 Rack Unit  2.62", [66mm]
 (only in 2x32 position panel)
2 Rack Unit     3.50", [89mm]

No Cable Bar
7.0” [175mm] Cable Bar

Number of Jacks Across

24
26
32

2x24 Single Video Jacks
2x26 Single Video Jacks 
2x32 Single Video Jacks
 

AE8KS

Ordering 
Information

• Non-Recessed available in 12, 16, 20 & 24 positions
• Semi-Recessed available in 12, 16 & 20 positions
• Configurations up to 4x24

Model Description

Popular Models  (Configurations up to 4x24 are available )

BNC-BNC Non-recessed Connector Patchbays 
WK-F116E1-JJ300-BZ
WK-F216E2-JJ300-BZ
WK-F320E2-JJ300-BZ
WK-F216E2-Z-BZ

1RU, 1x16 position, BNC-BNC non-recessed panel, 16 JJ300 connectors, no cable bar
2RU, 2x16 position, BNC-BNC non-recessed panel,  32 JJ300 connectors, no cable bar
2RU, 3x20 position, BNC-BNC non-recessed panel,  60 JJ300 connectors, no cable bar
2RU, 2x16 position, BNC-BNC non-recessed panel,  empty, no cable bar

BNC-BNC Semi-recessed Connector Patchbays 
WK-G116E1-JJ300-BZ
WK-G216E2-JJ300-BZ
WK-G320E2-JJ300-BZ
WK-G216E2-Z-BZ

1RU, 1x16 position, BNC-BNC semi-recessed panel,16 JJ300 connectors, no cable bar
2RU, 2x16 position, BNC-BNC semi-recessed panel, 32 JJ300 connectors, no cable bar
2RU, 3x20 position, BNC-BNC semi-recessed panel, 60 JJ300 connectors, no cable bar
2RU, 2x16 position, BNC-BNC semi-recessed panel, empty, no cable bar

Ordering Information

V D 2 E

Installed Jack Type

Series

Rack Space

AMS
AMS75

Z

A
T

1
15
2

3.0Ghz - 3Gb/s 75    Non-Normaled, Non-Terminating, Singles
3.0Ghz - 3Gb/s 75    Terminating, Singles
None (empty panel)

Mosaic
Mosaic (Black CIS)

1 Rack Unit     1.75”, 44mm
1.5 Rack Unit  2.62”, 66mm
2 Rack Unit     3.50”, 89mm

Panel Hole Configuration

32
32
36
36

1 x 21, 1RU only
2 x 32
1 x 36, 1RU only
2 x 36

Cable Bar Option

BZ
B10

B21

No Cable Bar
7.0” [178mm] Cable Bar
*not available on 2x36 panels
6.0” [152mm] cable bar, *only available on 
2x36 panels, 1.5 & 2RU only

LPE8K-COLOR Looping Plug

LPW8K Looping Plug

AV-DLP 
Looping Plug


