
Standard Depth: 15.75”, [400.05mm]

Removal Tool Kit
AT-RPT-RTK

Punch Tool with Tip
AT-RPT-PTK2

Punch Tip
AT-RPT-TIP2

All AVP audio patchbays are 
suitable for AES/EBU 
digital and analog 
audio patching.

Standard umbilical length is 40”, [1m] 
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See ordering details for specifying custom lengths

Standard Patchbay Styles

DC-ABK10 ... Dust Plug, fits 
longframe audio jack, black, 
package of 10 plugs
DC-ABK50 ... Dust Plug, fits 
longframe audio jack, black, 
package of 50 plugs

For jack inside diameter, 0.250" [6.35mm]

Longframe Audio
Dust Plugs

DC-BBK10 ... Dust Plug, fits 
bantam audio jack, black, 
package of 10 plugs
DC-BBK100 ... Dust Plug, fits 
bantam audio jack, black, 
package of 100 plugs

For jack inside diameter, 0.175" [4.45mm]

Bantam (TT) Audio
Dust Plugs

Tooling

UmbilicalFull Enclosure

AVP Rapid Punch Terminal (RPT) System
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RPT
Rapid Punch Terminal System

USA & Canada 1-800-481-2493  •  +1-519-740-7966    www.jackfields.com  •  sales@jackfields.com  •  www.AVPbroadcast.com  

Certified 1 Million Punches

Lifetime Replacement
Warranty


